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Aspiration Station Recirculating 
Fume Hood

Horizontal safety bench / Weighing station
POWDERJET

Negative pressure cabinets are designed to protect the user and its surrounding environment from all 
airborne contamination by means of a horizontal suction on an absolute filtration system. POWDERJET 
is particularly recommended for the handling of powders and harmful products...

Recirculating Fume Hood
C-PURE

The C-PURE Recirculation Fume Hood is 
intended for the protection of persons handling 
dangerous substances from Category 1, 2 and 3  
(CMR) and products wich have an exposure limit 
value (ELV).
- Active carbon filters
- HEPA Fiters

Structure in polycarbonate and painted steel 
Control panel 2 touchs
Easy maintenance
Holding tank in PPH

Complies with standard:

NFX 15211

Double Protection :
Operator 

Environment

Full opening
ECM regulation 
Economic solution 
Stainless steel worktop

Double Protection : 
Operator 

Environment

POWDERJET 9 POWDERJET 12 POWDERJET 18 
internal  Overall       internal        Overall         internal           Overall

Width 920 925 1225 1250 1820 1840
Height internal : 550
Depth internal : 550

OVERALL : 813 
OVERALL : 911

Height with base 1740
Weight 80 100 150

C-PURE 9 C-PURE 12 C-PURE 16
Width 966 1166 1566
Height OVERALL : 1150 
Depth 

internal : 855
internal : 520 OVERALL : 577

Weight 80 100 120
Flow Rate 250
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